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ELNUR was founded in 1973 and since then, 
we have established ourselves as one of the 
leading European providers of the most efficient 
heating system in the world: electric heating.

With facilities spanning over 20,000 m2, an 
extensive general and technical team and a 
complete range of products developed to meet 
the highest expectations of our customers at 
ELNUR we provide you with the most efficient 
heating solutions in an ever-changing world.

ELNUR at their premises has total control over 
the production process: 

Our metal working stations with the latest 
technology, gives us the control and the 
opportunity to get the best quality from every 
single component. 

The fully automated electrostatic powder 
coating station, guarantees a perfect finish 
of our products, fully resistant to aging and 
corrosion.

Five assembly lines assure a year-round service 
of more than 150.000 thermal inertia radiators, 
40.000 storage heaters and 30,000 convectors 
and other electric heating devices.

ELNUR customer service is a must in our 
continuous improvement approach:

One of our foundations is our capability to 
deliver final goods. We keep a minimum of 3 
months stock; this allows us to distribute our 
products to any part of the world in less than 
48 hours. 

Another foundation is the proximity to our 
customers. Our work in training and customer 
qualification, as well as ELNUR after-sales 
service is essential to maintain this high product 
and service standard in the market.

40 years on, we maintain the same enthusiasm 
and commitment to offering a wide range of 
unique products which can cater for the varying 
needs of our customers, wherever in the world 
they may be. 

With a commercial presence in more than 35 
countries, and a strong exclusive distribution 
network in 15 of these, we have gained a 
presence in thousands of homes, always 
offering the best solution in electric heating.

Our greatest wish is for our customers to have 
the luxury of experiencing excellence by using 
our GABARRÓN range of products, which are 
guaranteed to bring real warmth and comfort to 
your home.

About us
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23 Contact

“Let us invite you to meet ELNUR and experience 
the values and benefits that our GABARRÓN 

products will bring to your life.”

20 Accessories

Electric Boilers04
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“Trying to decide on the best central heating for your
home? Feel the perfect experience of comfortability
with Mattira Modulating Electric Boilers, a safe and
warm ambience in your home.”
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X2D

R2D

Elnur presents Mattira, the new electric boiler range to cover your Domestic Hot Water and Heating 
needs.  Mattira is the ideal option when a totally safe and reliable efficient central heating system 
is required.
It is the perfect solution for properties with no access to a mains gas supply or homes which have 
gas boiler restrictions.

With this new range of digital electric boilers, 
GABARRÓN offers you the opportunity 
to enjoy the safety and convenience of 
electricity. Mattira is the ideal option when 
a totally safe, reliable and efficient central 
heating system is required.

Our digital electric boilers are the only 
ones on the market that regulate energy 
consumption according to the heating 
needs of the installation, taking into account 
not only the ambient temperature, but also 
the external temperature.
Mattira ensures the optimum comfort in 
your home, with the maximum running 
cost savings thanks to its Modulation and 
AutoHeating Regulation features.

The modulating feature of our electric  
boilers is managed by a Smart Electronic 

Modulating System (SEM). It applies TRIAC 
technology combined with an external 
chrono thermostat to continuously adapt 
the heating capacity to the heating needs of 
the premises, thus achieving 100% energy 
efficiency and overall savings in energy 
costs.

Another feature managed by the SEM 
System is the Heating Modulation. It is 
possible to regulate the temperature 
at which the boiler drives the water 
heating circuit depending on the outdoor 
temperature.This method of regulation 
provides maximum comfort as it anticipates 
changes in the thermal needs of the house.

These features and the fact that, Mattira 
electric boilers modulate in steps of 1 kW, 
reduce any possibility of energy waste to 

the minimum offering you the maximum 
comfort in your home.

These boilers can be installed on single or 
three-phase electric supplies by using a 
bridge included with the boiler. All Mattira 
electric boilers can be limited to any output 
between 3 and 12 kW on single phase 
supplies and up to 18 kW on three-phase 
supplies. 

None of our boilers emit gases or direct 
pollution when operating. They do not 
operate using fuels such as gas or diesel 
and there is therefore no risk of leaks or 
explosions.

Mattira, one of the safest and most reliable electric boilers on the market



Additionally, it is possible to regulate the temperature at which the boiler drives the water 
heating circuit depending on the outdoor temperature. This method of regulation provides 
maximum comfort as it anticipates changes in the thermal needs of the house. The room 
thermostat continues to regulate the temperature inside the house. The connection of an 
external temperature sensor is required to activate this mode.

Main features and benefits

Auto Heating Regulation

The advanced control board on the boiler will automatically modulate the heating output 
to the demand required to save energy. This modulating feature of GABARRÓN electric 
boilers is managed by a Smart Electronic Modulating system (SEM system) which re-
calculates every 20 seconds in order to regulate the consumption depending on the real 
heat demand. It applies TRIAC technology combined with an external chrono-thermostat 
to continuously adapt the heating capacity to the heating needs of the premises, thus 
achieving 100% energy efficiency and overall savings in energy costs.

Heating Modulation
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Gabarron Mattira electric boilers come fitted with all the components required to operate 
the unit, including a template for an ease of installation.
Installation is quick and easy and can usually be completed in a single day.

Easy Installation

The entire range of GABARRÓN boilers can be used with hot water radiators or with radiant 
floor or overhead heating. In addition, Mattira boilers can be installed in combination with 
other heating systems such as themal solar panels, heat pumps, etc...

Compatible with Underfloor Heating



“Mattira offers you the best reliability, 
safety and comfortability in your home
Buy now and start to enjoy!”
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The objective is to reduce adverse and greenhouse gas emissions to limit the environmental 
impacts throughout the life-cycle of a product, with emphasis placed on the design and 

development stages of a product with a view to improving its energy efficiency.

Erp Compliant

Mattira boasts an intuitive and user friendly digital display. The digital display constantly 
shows the temperature of the circulating heating water and of the domestic hot 
water tank (DHW) in combi boilers. Heating and DHW are independent modules, 
this means that we can turn off the heating and only keep the DHW or vice versa. In 
both displays the keyboard lock can be activated to avoid changes being made.

Digital Display

The new Mattira Combi Boilers include our “Legionella Protection” system. If this function 
is activated, the DHW temperature is raised once a week to the maximum allowed, 

preventing Legionella growth through water temperature control.

Legionella Protection

It is possible to select an anti-freeze mode for frost protection during periods of inactivity. 
By selecting the frost protection mode, the heating system will activate automatically if the 

boiler temperature falls under 8ºC.

Frost Protection Mode



“Since September 2015, the ErP labels also 
apply to heating products such as boilers, 
cylinders and water heaters.”
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To improve energy efficiency and environmental protection, the ErP Directive which is an European 
legislation as part of CE marking, applies to products that affect energy consumption throughout 
their life cycle from manufacture, use and until their end of life.

With the introduction of the ErP Directive in September 2015, it is 
important that all heating professionals are compliant when installing 
and manufacturing commercial heating solutions.

The Ecodesign of Energy Related Products Directive 2009/125/
EC is a framework directive which primarily focuses on energy in 
use. It does this by setting minimum requirements for certain energy 
consuming products.

The objective is to reduce greenhouse gas emissions and other 
adverse effects to limit the environmental impact throughout the 
life-cycle of a product, with emphasis placed on the design and 
development stages of a product with a view to improving its energy 
efficiency.

The “20:20:20” targets set by the EU will have to be met by 2020:

A 20% reduction in EU greenhouse gas emissions from 1990 
levels.

Raising the share of EU energy consumption produced from 
renewable resources to 20%.

A 20% improvement in the EU’s energy efficiency.

In the same way that the objectives above are established to reduce 
greenhouse gas emissions and other adverse effects to limit the 
environmental impact, ErP aims to act as a cost saving measure by 
reducing the amount of energy consumers’ use. ErP also aims to 
give manufacturers potential to improve their environmental impact.

Non Compliance
The National Measurement Office will carry out the day to day 
enforcement of ErP through product testing and market surveillance. 
Any manufacturer or installer found to be selling non-compliant 
products could face legal action and potentially criminal prosecution.

Sources
https://www.gov.uk/guidance/placing-energy-related-products-on-the-uk-market
http://ec.europa.eu/energy/efficiency/ecodesign/eco_design_en.htm

Energy Related Products (ERP) Directive 2009/125/EC
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Electric heating is one of the cleanest and safest 
systems nowadays.

None of our boilers emit gasses or direct pollution 
when they are operating. They do not operate 
using fuels such as gas or diesel and therefore, 
there is no risk of leaks or explosions.

GABARRÓN boilers do not require complex 
maintenance and they are even programmed to 
prevent the blocking of the circulation pump due 
to stagnant water after long periods of inactivity. 
The Anti-Blocking Control will run for short bursts 
of time during periods of inactivity.

The stainless steel water tank of the combi 
boiler models guarantees a long corrosion-free 
life, reducing the need for periodic servicing and 
replacement of anodes.

The different sensors that come with this range 
of boilers, such as the temperature, flow and 
consumption sensor, guarantee a safe operating 
performance.

100 % Safe
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Digital Modulating Electric Boiler,
for heating and domestic hot water

Features

MATTIRA COMBI

Heating boiler made of insulated steel.

 Modulating electronic control of the heater by SEM 
system (Smart Electronic Modulating system).

Wall bracket steel template to set up connections 
easily.

50L DHW tank made of insulated stainless steel, CFC 
free. 

Compatible with Ambient Thermostats TA4D,
CTP10 and X2D, all available as accessories.

Stainless steel shielded elements - INCOLOY800
for heating and DHW.

6L heating expansion vessel.

2L DHW expansion vessel.

DHW temperature limiter 80°C.

Modulating electronic control of the heater.

Heating 3 bar relief valve.

Pressure gauge 0-4bar.

DHW 7 bar relief valve.

Circulating pump.

Also suitable for use with under floor heating.

Auto air vent.

DHW anti-electrolysis hoses.

Auto Heating Regulation mode.

Silent TRIAC power switches.

Powder coated RAL 9010.

Heating flow detector.

Heating temperature limiter 100°C.

CMXi 
Wall mounted
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Main Components

Control panel
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Decreases DHW 
temperature

DHW temperature and 
other messages

Heating water 
temperature and 
other messages

Power ON/OFF
heating Key

Power ON/OFF
DHW Key

Red dot shows 
heating elements 

on duty

Red dot shows 
DHW heating 

elements on duty

Increases heating 
water temperature

Keyboard power ON / OFF  
Lock ON / OFF

Increases DHW 
temperature

Decreases heating 
water temperature

1 Incoming water isolating valve.
2 Connection block.
3 ON / OFF switch.
4 DHW safety thermal limit switch.
5 Main contactor.
6 DHW electronic PCB.
7 Anti-electrolysis DHW hoses.
8 DHW resistance.
9 DHW temperature sensor location.
10 Insulated tank 50L.
11 Automatic purge.
12 Heating expansion vessel 6L.
13 DHW expansion vessel 2L.
14 Circulation pump.
15 Insulated heating header tank.
16 Heating resistance.
17 Heating 3 bar relief valve.
18 Heating safety thermal limit switch.
19 Heating electronic PCB.
20 Pressure gauge.
21 Heating flow detector.
22 Main electronic PCB.
23 Heating filling valve.
24 DHW 7 bar relief valve.
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Dimensions and connections:
A - Cold water input ½”
B - Safety valve drain
C - DHW outlet ½”
D - Heating return ¾”
E - Heating flow ¾”
F - Electrical connection

Wall mounted

Digital Modulating Electric Boiler,
for heating and domestic hot water
(Floor standing version available)

MATTIRA COMBI
CMX15i y CMX18i

Technical Specifications



“Trust Mattira and feel the comfort of a safe and 
reliable digital electric boiler at home.”
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MODEL CMX15i CMX18i CMX15Pi CMX18Pi
Voltage V 3x400 V+N / 220-240 3x400 V+N / 220-240 V 3x400 V+N / 220-240 3x400 V+N / 220-240 V
Frequency Hz 50-60 50-60 50-60 50-60
Insulation Class I Clase I Class I Clase I
Net Weight kg 57 57 57 57
Units per pallet 8 8 8 8

**Recovery time in minutes to heat DHW from cold to 55°C.
*Using included bridge connection

MODELS CMX15i CMX15Pi
Selectable output kW 3 4 5 6 7 8 9 10 11 12 13 15 -
kcal/h kcal/h 2580 3440 4300 5160 6020 6880 7740 8600 9460 10320 11180 12900 -
Current 3x400 V+N~ A 13.0 13.0 13.0 13.0 13.0 13.0 13.0 21.7 21.7 21.7 21.7 21.7 -
*Current 230 V~ A 13.0 17.4 21.7 26.1 30.4 34.8 39.1 43.5 47.8 52.2 Ask Ask -
**DHW Recovery time min 29’04” 21’48” 17’26” 14’32” 12’27” 10’54” 9’41” 8’43” 7’56” 7’16” 6’42” 5’49” -
MODELS CMX18i CMX18Pi
Selectable output kW 3 - - 6 - - 9 - - 12 - 15 18
kcal/h kcal/h 2580 - - 5160 - - 7740 - - 10320 - 12900 15480
Current 3x400 V+N~ A 13.0 - - 13.0 - - 13.0 - - 26.0 - 26.0 26.0
*Current 230 V~ A 13.0 - - 26.1 - - 39.1 - - 52.2 - Asl Ask
**DHW Recovery time min 29’04” - - 14’32” - - 9’41” - - 7’16” - 5’49” -
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Digital Modulating Electric Boiler,
Heating Only

Features

MATTIRA SYSTEM

Wall mounted heating boiler made of insulated steel.

 Modulating electronic control of the heater by SEM 
system (Smart Electronic Modulating system).

Stainless steel shielded elements - INCOLOY 800.

6L heating expansion vessel.

Auto Heating Regulation mode.

Pressure gauge 0-4bar.

Circulating pump.

Auto air vent.

Silent TRIAC power switches.

Heating flow detector.

Heating temperature limiter 100ºC.

MAS 
Wall mounted

Powder coated RAL 9010.

Wall bracket steel template to set up connections easily.

Heating 3 bar relief valve.

Also suitable for use with under floor heating.

Compatible with Ambient Thermostats TA4D, CTP10 and 
X2D, all available as accessories.



Main Components

Control panel
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1 Main electronic PCB. 
2 ON / OFF switch. 
3 Heating safety thermal limit switch. 
4 Heating resistances.
5 Insulated heating header tank.
6 Automatic purge.
7 Heating expansion vessel 6L.
8 Heating power electronic PCB.
9 Circulation pump.
10 Heating flow detector.
11 Heating 3 bar relief valve.
12 Main contactor.
13 Connection block.
14 Pressure gauge.

Power ON/OFF
heating Key

Red dot shows heating 
elements on duty

Decreases heating 
water temperature

Increases heating 
water temperature

Keyboard power ON / OFF  
Lock ON / OFF

Heating water temperature 
and other messages
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Dimensions and connections:
A - Heating flow ¾"
B - Heating return ¾"
C - Safety valve drain
D - Electrical connection

Digital Modulating Electric Boiler,
Heating Only

MATTIRA SYSTEM
MAS15 y MAS 18

Wall mounted

Technical Specifications



“Renowned Elnur quality and reliability to meet the 
heating demands of modern family life.”
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MODEL MAS15 MAS18
Voltage V 3x400 V+N / 220-240 3x400 V+N / 220-240
Frequency Hz 50-60 50-60
Insulation Class I Class I
Net Weight kg 29.5 29.5
Units per pallet 20 20

MODEL MAS15
Selectable output kW 3 4 5 6 7 8 9 10 11 12 13 15 -

kcal/h kcal/h 2580 3440 4300 5160 6020 6880 7740 8600 9460 10320 11180 12900 -

Current 3x400 V+N~ A 13.0 13.0 13.0 13.0 13.0 13.0 13.0 21.7 21.7 21.7 21.7 21.7 -

*Current 230 V~ A 13.0 17.4 21.7 26.1 30.4 34.8 39.1 43.5 47.8 52.2 Ask Ask -

MODEL MAS18
Selectable output kW 3 - - 6 - - 9 - - 12 - 15 18

kcal/h kcal/h 2580 - - 5160 - - 7740 - - 10320 - 12900 15480

Current 3x400 V+N~ A 13.0 - - 13.0 - - 13.0 - - 26.0 - 26.0 26.0

*Current 230 V~ A 13.0 - - 26.1 - - 39.1 - - 52.2 - Ask Ask
*Using included bridge connection.



Gabarrón boilers can be used as support for alternative energy systems such as, heat pumps, solar systems, pellets, etc...

They can also be used as an additional heat source to raise the water temperature higher than allowed by the main system.

INSTALLATIONS
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Only heating or combi boilers (heating + DHW)

Ambient thermostat
RadiatorsUnderfloor heating

Ambient thermostat
RadiatorsUnderfloor heating

Parallel operation
For larger installations, several Gabarrón boilers can be installed in parallel. 
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Heating Boiler and large capacity DHW cylinder 

In addition to alternative heating systems and to complement alternative systems of DHW, and 
also to provide heating

Solar panel Heating outlet 

Heating inlet

Zone Valve

Ambient thermostat Zone Valve

RadiatorsUnderfloor heating

MATTIRA System boiler
will maintain the
temperature when the
main heat source cannot
provide enough heat.



ACCESSORIES

ACCESSORIES
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Accessories

TA4D
Digital ambient thermostat

Advantages:
4 pre-programmed operation modes (Comfort, Eco, Frost protection and Stop) 
to quickly switch from one mode to another.
Heating demand indicator on the screen.
Adjustable set point temperatures by 0.5°C steps to set the desired temperature.
LCD display to quickly view mode and temperature.
Option to display the set temperature or ambient temperature.
Lockable keyboard to limit handling errors.

Functions:
Thermostat with digital display for heating regulation.
4 operation modes: Comfort, Eco, Frost protection and Stop.
Adjustable temperature.
Lockable keyboard.

Technical features:
Powered by 2 LR03 batteries (included).
Dry Contact 2 A/230 V. 
Temperature adjustment for Comfort, Eco and Frost protection, in steps of 0.5°C.
Mounting on wall box (60 mm).

MODEL REGULATION ACCURACY DIMENSIONS
TA4D by step 0,5ºC ± 0,1ºC 80x80x25 mm

MODEL RANGE ACCURACY DIMENSIONS
E-X2D Transmitter + 5ºC to 30ºC ± 0,25ºC 135x80x20 mm
R-X2D Receiver 120x54x25 mm

X2D
Wireless digital 
programmable room 
thermostats

Thermostat with both daily and weekly programmable options allowing  different 
combinations with three levels of temperature, Comfort, Economy and Frost-
protection. Temperature control of a zone. Anti-locking function of pump (Boilers).

Technical features:
Blue backlight LCD display.
Mode selector: Comfort setting, Economy setting and Frost protection.
Heat status indicator.
Weekly and daily programming options.
Program copying function available.
Battery level indicator.
Display of either set-point or room temperature.
Anti-locking function of pump (Boilers).

Transmitter, E-X2D:
Power supply: 2 LR03 Batteries (supplied).
Output: 2 A relay.
Regualtion: P.I.D. or On/Off.
Mounting: wall mounted on a support or on flush-mounted box.

Receiver, R-X2D:
Power supply: 230 V.
Output: 2x3 A relay.
Insulation: Class II.
Protection index: IP44.
Mounting: wall mounted.

E-X2D 
(Transmitter)

R-X2D 
(Receiver)
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Technical Features
Blue backlight LCD display.
Mode selector: comfort setting, economy setting and frost protection.
Heat status indicator.
Weekly and daily programming options.
Program copying function available.
Battery level indicator.
Display of either set-point or room temperature.
Anti-seizing function of pump (Boilers).
Power supply: 2 LR03 Batteries (supplied).
Output: 2A relay.
Regulation: P.I.D. or On/Off.
Insulation: Class II.
Protection index: IP30.
Mounting: wall-mounted, on a support or on flush-mounted box.

Advantages
To activate the “Auto Heating Regulation” mode, the connection of an external 
temperature sensor is required.
It is possible to regulate the temperature at which the boiler drives the water 
heating circuit depending on the outdoors temperature.This method of regulation 
provides maximum comfort as it anticipates changes in the thermal needs of the 
house.
These features and the fact that, Mattira electric boilers modulate in steps of 1 
kW, reduce any possibility of energy waste to minimum offering you the maximum 
comfort at home.

Accessories

MODEL CTP10
Range +5oC to + 30oC 
Accuracy ± 0.25oC
Dimensions cm 13.5x8.1x2.2
Certifications CE

MODEL OUTDOOR SENSOR
Range ~40oC to 80oC 
External material Polycarbonate
Probe NTC
Color Grey
Dimensions cm 95x80x45

CTP10
Wired digital 
programmable room 
thermostat

OUTDOOR 
SENSOR
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Customer Service

The same level of demand, dedication and 
commitment that we offer with our products 
is also reflected in our customer service: 
personalised assistance, continuous 
monitoring, technical advice, project 
management, professional after-sales 
technical support...
A product manufactured in accordance with 
the highest level of quality performance, 
deserves to be complemented by excellent 
service.

PROJECT MANAGEMENT
We know that many concerns may arise when it comes 
to evaluating your project requirements. Our Projects 
Department will advise you on each of the areas of your 
project and will offer you the best solution, taking into 
account potential options so that you can suggest a number 
of different alternatives to the end customer. 

PROFESSIONAL ADVICE
In this department you can get the assistance you need in 
order to solve any technical concerns you may have. We 
will provide direct and personalised assistance, offering the 
support necessary to resolve any issues with installing or 
setting up any of our products.

AFTER - SALES  
TECHNICAL SUPPORT
ELNUR’s job does not finish when the goods are dispatched. 
We are committed to initial development, manufacturing 
and customer service. And this customer service includes 
a professional after-sales service. We have an Authorised 
Technical Services Network providing effective technical 
assistance all over the country, irrespective of the location 
or the product. 

CONTINUOUS TRAINING
In line with our commitment to customers and end users, 
we cannot ignore the fact that professionals, need support 
in order to gain a complete knowledge base with regard to 
GABARRÓN product ranges and to the potential technical 
solutions that they may require for the different systems.

QUALITY
ELNUR is fully committed to quality. We therefore have complete 
control over the whole manufacturing processes in the company. 

ISO 9001 Quality Control Management 
System, which certifies the implementation 
and maintenance of the system through 
a cycle of continuous improvement in the 
performance of its procedures in all areas 
of the company, with the aim of achieving 
greater customer satisfaction.

ISO 14001 Environmental Management 
System, which guarantees that our 
procedures are developed in accordance with 
environmental care and respect throughout 
the production process, from the initial design 
to the final stages of manufacturing.

For this reason, we have developed a complete Training Program 
which includes technical training courses for each of our product 
ranges. These courses are taught by our best experts. Their ultimate 
aim is to help professionals in their daily work and for them to 
become more familiar with the significant advantages of installing 
GABARRÓN products.

If you have any queries, please 
email us at export@elnur.es or 
call us to the following telephone 
number 00 34 916281440.

At ELNUR, all departments are customer-
focused, offering quick and efficient solutions to 
any problems that may arise.
Any member of the team will be able to help you 
and deal with your request as quickly as possible 
keeping you informed at all times.
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www.elnur-global.com
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